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A1A2

tratto 200/ap: 195cm
tratto 150/ap: 145cm

dima/template

 
3,5cm

C1

    

    

    

tratto 200/ap dim 0-10 

driver a bordo 
monoemissione 
40w 24V 5800lm 3000K - 230V 
fornito con driver e modulo led-strip
driver built-in
mono emission
luminaire contains driver and led-strip

    
tratto 200/ap dim 0-10 

driver remoto 
monoemissione 
2x40w 24V 11600 lm 3000K - 230V 
fornito con driver e modulo led-strip
driver built-in
mono emission
luminaire contains driver and led-strip

tratto 200/ap dim 0-10 
driver a bordo 
biemissione
2 x 35w 24V 10000 lm 3000K - 230V 
fornito con driver e modulo led-strip
driver built-in
biemission
luminaire contains driver and led-strip 

tratto 150/ap dim 0-10 

driver a bordo
monoemissione 
30w 24V 4300lm 3000K - 230V 
fornito con driver e modulo led-strip
driver built-in
monoemission
luminaire contains driver and led-strip

tratto 150/ap dim 0-10 

driver a bordo   
biemissione
2 x 24w 24V 7200lm 3000K - 230V 
fornito con driver e modulo led-strip
driver built-in
biemission
luminaire contains driver and led-strip
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istruzioni montaggio 

1) fissare le staffe A1 e A2 alla parete con i tasselli a pressione non forniti alla distanza
     indicata fig.1;

3) fissare con cura la struttura H alle staffe A1 e A2 con i fermi B1 e B2 utilizzando la 
     pinza - fig.3

4) riposizionare i diffusori M1 e M2 e i tappi laterali T1 e T2 con le viti G - fig.4

    

2) collegare  i conduttori dalla parete alla scatola/morsetto C1 rispettando le 
    polarità indicate - fig.2;

a) collegare i cavi del comando dimmer remoto dall’impianto alla  scat ola/mo rsetto  
 attraverso la guaina P fornita rispettando le polarità indicate - fig.3

collegamento dimmer 1-10

assembly instructions

1) fix A1 and A2 brackets to wall with fasteners not included as distance 
    indicate d - fig.1;

3) fix carefully H structure to A1 and A2 brackets with B1 and B2 - fig.3;

4) reinstall M1 and M2 diffusers and T1 and T2 caps with G screws - fig.4;

2) connect cables from wall to C1 terminal box as indicated - fig.2;


